
DUSTEX® Raptor: Product Specifications

Lightweight and effective The innovative Dustex 
Raptor is a self contained 
portable dust filtration unit 
designed to capture and 
filter dust from a wide 
range of tasks and 
applications found on 
construction sites.

  Incredibly lightweight and compact 

  Powerful yet very quiet in operation 

  Special unit construction for sensitive areas 

 Effective filtration 

 Stackable 

  Can create negative pressures

Key Product Features

 Office refurbishments 

 Hospital refurbishments 

 General demolition

Key Applications
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Filtration Unit
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Dustex® Raptor
Technical specifications

Airflow 340 – 1000m3/hr

Weight including 

Filters

16kg

Dimensions     L 
W 
H

600 
450 
485

Power Supply  

Requirements

110/240 V AC, 60Hz, 15 amps

Normal Operating 2.0 amps or less.

Filters

Stage 1 pre-filter - coarse particulate pre-

filter

Stage 2 pre-filter - pleated particulate pre-

filter

Optional stage 2 VAPOR-LOCK® carbon 

filter

True HEPA filter - Long-life HEPA tested 

and certified to an efficiency of 99.97% or 

higher for 0.3 micron particles; does not 

rely on an electrostatic charge to maintain 

99.97% HEPA efficiency.

Ancillaries:

Intake Duct, Capture Hood, 3Kw Transformer, 110v/16A Extension 

Leads, Filters.

The Raptor incorporates a powerful and robust axial 
fan which can deliver variable speed airflows from 
350m3/hr to 1070m3/hr making it the most compact 
portable filtration unit of its airflow rating on the 
market.
Because of this extreme power the unit can 
successfully capture dust and filter the air through 
three stages of filter media including a true 99.97% 

HEPA filter without losing its effectiveness. A carbon 
pre-filter is also available as an optional extra to be 
used instead of one of the other  
pre-filters to capture and filter fumes.
Weighing just 16Kg including filters, and running 
at just 65 dBA at its  top airflow speed the unit 
is incredibly lightweight and also very quiet in 
operation.
With its own simple but advanced control panel the 
unit will automatically warn when the filter requires 
changing or when the outlet is blocked. The unit 
has a 250mm spigot on one end to enable it to be 
connected to up to 6m of flexible ducting and a 
600mm x 600mm galvanised capture hood.
This is especially advantageous if the dust being 
produced is from a localised activity. The success 
of any dust extraction arrangement is to ensure 
the dust is being captured as close to the source as 
possible. By placing the Raptor outside of the work 
area and running the ducting and capture hood to 
where the dust is being produced, allows the system 
to create a negative pressure which prevents dust 
from escaping into surrounding areas. The Raptors 
can also be stacked when running to save space.
The Raptor mobile dust filtration unit can be used 
in conjunction with a range of dust containment 
systems including the ZIPWALL temporary dust 
barrier system, pop-up, modular and inflatable tents.
Please ask the hire desk for more details including 
technical specification.




