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CLIMEX® Electric Fan Heater 18FD

The CLIMEX® Electric Fan Heater 18FD with integrated clean air filter, also features a diffuser for
warm air distribution.

This 18kW heater features a flexible sock (or diffuser) with multiple air distribution holes to ensure
even warm air distribution; making this an ideal unit for drying out or keeping small areas warm.
Electric fan heaters are designed to produce large volumes of clean dry heat without the need of
using fuel such as propane or diesel. This particular heater would normally be sited indoors to heat
small areas, such as workshops or new builds. These units can be controlled via a remote thermostat,
enabling you to control the temperature and timing. It also has a lockable control panel for safety and
security. This unit is 70kg, but features castors so that it can easily be moved around site.

It is fully approved to European standards and requires a 415v/32amp power supply.

Features

e Fully portable with locking castors Inflatable, The
lightweight, flame retardant diffuser encourages even air
distribution

e The filter ensures that clean air is circulated Remote of
fixed thermostat option

¢ Lockable control panel

e Conforms to EN13501 B-S1-d0

Request Price |
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Technical Data

Specification Climex® Electric Fan Heater 18FD Key Applications

Heat Output Range kw up to 18 kw ¢ Drying out damp floors, walls, plaster, paint and
o - P materials.
aximum airtiow . ¢ Heating and maintaining ambient temperatures in
Power V/A 415v/32amp workshops, welfare rooms, cafeterias and other small
areas.
Heat settings 1st switch - fan only, 2nd switch - SKw, 3rd switch - 18Kw . .
e Temporary spot heating to maintain temperatures for
Duct size 300mm welding, bonding, curing and more.
Dimensions L x H x W 603mm x 1347mm (without diffuser), 2104mm (with diffuser) x 393mm * Clean, emission free heating for sensitive environments
or projects with challenging sustainability targets.
Weight 70kg

Suitable for:
Construction | Workshops | Infrastructure |
Wellfare Rooms | Manufacturing

Prospect House, Unit 5, Click Industrial Estate, Aylesford, Kent, ME20 7NY | +44 (0) 844 324 0601 | info@rvtgroup.co.uk | rvtgroup.co.uk | ®Copyright RVT Group Ltd 2026



	CLIMEX® Electric Fan Heater 18FD
	CLIMEX® Electric Fan Heater 18FD
	The CLIMEX® Electric Fan Heater 18FD with integrated clean air filter, also features a diffuser for warm air distribution.
	This 18kW heater features a flexible sock (or diffuser) with multiple air distribution holes to ensure even warm air distribution; making this an ideal unit for drying out or keeping small areas warm. Electric fan heaters are designed to produce large volumes of clean dry heat without the need of using fuel such as propane or diesel. This particular heater would normally be sited indoors to heat small areas, such as workshops or new builds. These units can be controlled via a remote thermostat, enabling you to control the temperature and timing. It also has a lockable control panel for safety and security. This unit is 70kg, but features castors so that it can easily be moved around site.
	It is fully approved to European standards and requires a 415v/32amp power supply.
	Features
	Fully portable with locking castors Inflatable, The lightweight, flame retardant diffuser encourages even air distribution
	The filter ensures that clean air is circulated Remote of fixed thermostat option
	Lockable control panel
	Conforms to EN13501 B-S1-d0

	Key Features & Benefits
	Key Applications
	Request Price

	CLIMEX® Electric Fan Heater 18FD
	Technical Data
	Specification
	Climex® Electric Fan Heater 18FD
	Heat Output Range kw
	up to 18 kw
	Maximum airflow
	2,300m3/h
	Power V/A
	415v/32amp
	Heat settings
	1st switch - fan only, 2nd switch - 9Kw, 3rd switch - 18Kw
	Duct size
	300mm
	Dimensions L x H x W
	603mm x 1347mm (without diffuser), 2104mm (with diffuser) x 393mm

	Weight
	70kg
	Key Applications
	Drying out damp floors, walls, plaster, paint and materials.

	Heating and maintaining ambient temperatures in workshops, welfare rooms, cafeterias and other small areas.
	Temporary spot heating to maintain temperatures for welding, bonding, curing and more.
	Clean, emission free heating for sensitive environments or projects with challenging sustainability targets.
	Suitable for:
	Construction  |  Workshops  |  Infrastructure  |  Wellfare Rooms |  Manufacturing



